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Public Health Service, HHS § 84.84 

(b) of this section shall be calibrated 
in: 

(1) Pounds per square inch; or 
(2) In fractions of total container ca-

pacity; or 
(3) Both in pounds per square inch 

and fractions of total container capac-
ity. 

(d)(1) Dial-indicating gages shall be 
reliable to within ±5 percent of full 
scale when tested both up and down the 
scale at each of 5 equal intervals. 

(2) The full-scale graduation of dial- 
indicating gages shall not exceed 150 
percent of the maximum rated cylinder 
pressures specified for the container in 
applicable Department of Transpor-
tation specifications or permits. 

(e)(1) Stem-type gages shall be read-
able by sight and by touch and shall 
have a stem travel distance of not less 
than one-fourth inch between each 
graduation. 

(2) A minimum of five graduations 
shall be engraved on the stem of each 
gage and these graduations shall in-
clude readings for empty, one-quarter, 
one-half, three-quarters, and full. 

(3) Stem gage readings shall not vary 
from true readings by more than one- 
sixteenth inch per inch of stem travel. 

(f) The loss of gas through a broken 
gage or severed gage connection shall 
not exceed 70 liters per minute when 
the cylinder pressure is 6,900 kN/m.2 
(1,000 pounds per square inch gage) or 
when the liquid level is at one-half. 

(g) Where gages are connected to the 
apparatus through a gage line, the gage 
and line shall be capable of being iso-
lated from the apparatus except where 
the failure of the gage or line would 
not impair the performance or service 
life of the apparatus. 

(h) Oxygen pressure gages shall have 
the words ‘‘Oxygen’’ and ‘‘Use No Oil’’ 
marked prominently on the gage. 

(i)(1) Apparatus using compressed 
breathing gas, except apparatus classi-
fied for escape only, shall be equipped 
with gages visible to the wearer which 
indicate the remaining gas content in 
the container. 

(2) Apparatus using liquefied breath-
ing gas, except apparatus classified for 
escape only, shall be equipped with 
gages visible to the wearer which indi-
cate the remaining liquid content in 
the container; however, where the liq-

uid content cannot be rapidly vented, 
and the service time of the device be-
gins immediately after filling, a timer 
shall be provided in place of a visible 
gage. 

§ 84.83 Timers; elapsed time indica-
tors; remaining service life indica-
tors; minimum requirements. 

(a) Elapsed time indicators shall be 
provided for apparatus with a chemical 
oxygen source, except: 

(1) Apparatus used for escape only; or 
(2) Liquefied breathing gas apparatus 

equipped with gages visible to the 
wearer which indicate the remaining 
liquid content in the container. 

(b) The timer or other indicator shall 
be accurately calibrated in minutes of 
remaining service life. 

(c) Timers shall be readable by sight 
and by touch during use by the wearer. 

(d) Timers shall be equipped with 
automatically preset alarms which will 
warn the wearer for a period of 7 sec-
onds or more after the preset time has 
elapsed. 

(e) Remaining service-life indicators 
or warning devices shall be provided in 
addition to a pressure gage on com-
pressed gas self-contained breathing 
apparatus, except apparatus used for 
escape only, and shall operate auto-
matically without preadjustment by 
the wearer. 

(f) Each remaining service-life indi-
cator or warning device must give an 
alarm when the remaining service life 
is reduced to a minimum of 25 percent 
of its rated service time or any higher 
minimum percent value or values as 
specified in the approval. Open-circuit 
demand and pressure-demand res-
pirators must alarm continuously until 
depletion of the breathing air supply. 
The percent value set for indicator ac-
tivation must be identified by labels 
and/or markings on each respirator 
unit. 

[60 FR 30355, June 8, 1995, as amended at 78 
FR 2622, Jan. 14, 2013] 

§ 84.84 Hand-operated valves; min-
imum requirements. 

(a) Hand-operated valves shall be de-
signed and constructed to prevent re-
moval of the stem from the valve body 
during normal usage to insure against 
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